
KEY IN WITH STRATASHIELD FLOOR TOPPING 

POLYETHYLENE BACKER ROD (OPTIONAL)

ROLLED RADIUS COVE BASE DET AIL 

FLOORING SYSTEMS: SERIES 210, 222, 223, 237, 238 OR 239
OVER 201 PRIMER OR OVER ALL UNDERLA YMENTS OR 
FILLER/SURF ACER MA TERIALS OR COVE BUILDING MA TERIALS.

FOR LAMINATE AND MORTAR SYSTEMS 

METAL OR PLASTIC COVE STRIP (OPTIONAL)

T O BUILD 
COVE BASES. 

GENERAL NOTE: 

OF FLOORING SYSTEMS 
USE DR Y MIXED TROWELABLE VERSION 

STRATASHIELD 
FLOOR TOPPING

*BOND BREAKER - EXCEED RECOAT WINDOW ON   
PRIMER 201, 206, 237, ETC. OR USE DUCK TAPE

METAL OR PLASTIC 
TERMINATION STRIP 

EXISTING CONCRETE
SUBSTRATE

EXISTING EXPANSION / ISOLATION      

CONCRETE, CMU,
WALL BOARD, ETC.

1/4” (6.35mm) TO 1/2”(12.7mm) DEEP

NO. SFS-20 REV.0

EXPANSION/ISOLATION JOINT TREATMENT AT 
WALL/FLOOR INTERFACE FOR LAMINATE 

AND MORTAR SYSTEMS WITH COVE

TNEMEC STRATASHIELD  
STANDARD FLOORING DETAILS


